Schedule of Rate

Name of work: Renovation of SAC Building at NIT silchar.

Sub Head: Replacement of damage

Completion period: 60 days.

d CGI Sheet & False ceiling,

Drain, painting, drain etc.

OR:
CR:
OM:

Sl.
No.

Description of Item

Unit

Quantity

Rate in word

Rate in fig

Amount

Earth work in excavation by mechanical means

(Hydraulic excavator) / manual means over areas

(exceeding 30cm in depth. 1.5 m in width as well as 10
sqm on plan) including disposal of excavated earth, lead
upto 50m and lift upto 1.5m, disposed earth to be
levelled and neatly dressed. All kind of soil

Cum

80.00

Demolishing brick work manually/ by mechanical means
including stacking of serviceable material and disposal
of unserviceable material within 50 metres lead as per
direction of Engineer-in-charge. In cement mortar

Cum

10.00

Demolishing cement concrete manually/ by mechanical
means including disposal of material within 50 metres
lead as per direction of Engineer - in - charge.

Cum

3.00

Dismantling roofing including ridges, hips, valleys and
glitters etc., and stacking the material within 50 metres
lead of : G.S. Sheet

sSgm

180.00

Dismantling aluminium/ Gypsum partitions, doors,
windows, fixed glazing and false ceiling including
disposal of unserviceable surplus material and stacking

of serviceable material with in 50 meters lead as
directed bv Enaineer-in-charae

Sgm

90.00

Providing and laying in position cement concrete of
specified grade excluding the cost of centering and
shutterina - All work up to plinth level :

b
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OR:
CR:
OM:

Sl.
No.

Description of Item

Unit

Quantity

Rate in word

Rate in fig

Amount

1:1%:3 (1 Cement: 1%z coarse sand: 3 graded stone
aggregate 20 mm nominal size)

Cum

3.00

1:3:6 (1 Cement : 3 coarse sand : 6 graded stone
aggregate 20mm nominal size)

Cum

7.00

Reinforced cement concrete work in walls (any

thickness), including attached pilasters, buttresses,

plinth and string courses, fillets, columns, pillars, piers,
abutments, posts and struts etc. up to floor five level,
excluding cost of centering, shuttering, finishing and
reinforcement : 1:1.5:3 (1 cement : 1.5 coarse sand : 3
graded stone aggregate 20 mm nominal size)

Cum

2.00

Centering and shuttering including strutting, propping
etc. and removal of form for & Vertical and horizontal
fins individually or forming box louvers band, facias and
eaves boards

Sgm

45.00

Centering and shuttering including strutting, propping
etc. and removal of form for : Weather shade, Chajjas,
corbels etc., including edges

Sgm

35.00

10

Brick work with common burnt clay F.P.S. (non
modular) bricks of ; class designation 7.5 in
superstructure above plinth level up to floor V level in
all shapes and sizes in : Cement mortar 1:4 (1 cement :
4 coarse sand)

Cum

22.00
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OR:
CR:
OM:

Sl.
No.

Description of Item

Unit |Quantity Rate in word

Rate in fig

Amount

11

modular)  bricks of class designation F5 RN

Cement mortar 1:4 (1 cement :4 coarse sand)

Half brick masonry with common burnt clay F.P.S. (non

superstructure above plinth level up to floor V level. | Sgm

10.00

12

(1cement: 4 coarse sand)

Repairs to plaster of thickness 12 mm to 20 mm in
patches of area 2.5 sq. meters and under, including
cutting the patch in proper shape, raking out joints and
preparing and plastering the surface of the walls
complete, including disposal of rubbish to the dumping
ground within 50 metres lead : With cement mortar 1:4

Sqm| 220.00

13

Steel reinforcement for R.C.C. work including

Mechanically Treated bars

straightening, cutting, bending, placing in position and
binding all complete above plinth level. Thermo-

Kg | 100.00

14

neat cement of mix : 1:4 (1 cement: 4 fine sand)

12 mm cement plaster finished with a floating coat of

Sgm| 150.00

15

glass panes of thickness 4 mm

Renewing glass panes, with putty and nails wherever
necessary including racking out the old putty: Float

Ssqm| 10.00
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OR:
CRs
OM:

Sl.
No.

Description of Item

Unit

Quantity

Rate in word

Rate in fig

Amount

16

Providing corrugated G.S. sheet roofing including

vertical / curved surface fixed with polymer coated J or
L hooks, bolts and nuts 8mm diameter with bitumen
and G.I. limpet washers or with G.I. limpet washers
filled with white lead, including a coat of approved steel
primer and two coats of approved paint on overlapping
of sheets complete (up to any pitch in horizontal/
vertical or curved surfaces), excluding the cost of
purlins, rafters and trusses and including cutting to size
and shape wherever required. 0.63 mm thick with zinc
coating not less than 275 gm/ m?

sgm

180.00

17

Providing ridges or hips of width 60 cm overall width
plain G.S. sheet fixed with polymer coated J. or L hooks,
bolts and nuts 8 mm dia G.I. limpet and bitumen
washers complete. 0.63 mm thick with zinc coating not
less than 275 gm/m?2

Rmt

47.00
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OR:
CR:
OM:

Sl.
No.

Description of Item

Unit |Quantity

Rate in word

Rate in fig

Amount

18

Providing and fixing false ceiling with 12 mm thick
plain/ semi perforated or with design ceiling tiles of
BWP type phenol formaldehyde synthetic resin bonded
pressed particle board conforming to 1S:3087, finished
with a coat of aluminium primer on both sides & edges,
including two coats of synthetic enamel paint of
approved quality on exposed face, fixed to a grid made
out of anodised aluminium (with 15 micron anodic
coating) T-sections 35 x15x1.5mm size main runners,
cross runners 23.5x19x1.5 mm fixed to main runners
placed 600 mm centre to centre both ways so as to
form a grid of 600 mm square. The frame work shall be
suspended from ceiling by level adjusting hangers of 6
mm dia M.S rod fixed to roof slab by means of ceiling
cleats and dash fastener. The suspenders shall be
placed 600 x 1200 mm centre to centre including fixing
to the frame with C.P brass screws and applying a
priming coat of zinc chromate yellow primer (aluminium
frame work shall be paid separately).

Sgm

90.00

19

Rubber matt acrylic painting for specially badminton
court including priming coat on CC floor with approved
brand & manufacture to give an even shade including
cleaning the surface & necessary repairing etc all
complete.

sgm

116.00

20

Removing dry or oil bound distemper, water proofing
cement paint and the like by scrapping, sand papering
and preparing the surface smooth including necessary
repairs to scratches etc. complete.

Sgm

1650.00
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OR:
CR:
OM:

Sl. Description of Item
No.

Unit

Quantity

Rate in word

Rate in fig

Amount

21 |Distempering with 1st quality acrylic washable

distemper (ready made) of approved manufacturer and
of required shade and colour complete. as per

manufacturer's specification. One or more coats on old
work

Sgm

350.00

22 |Finishing walls with Acrylic Smooth exterior paint of
required shade : Old work (Two or more coat applied @
1.67 ltr/ 10 sgm) on existing cement paint surface.

Sgm

1300.00

23 |painting with synthetic enamel paint of approved brand
and manufacture of required colour to give an even
shade : One or more coats on old work

Sgm

80.00

24 |Providing and fixing water closet squatting pan (Indian
type W.C. pan ) with 100 mm sand cast Iron P or S
trap, 10 litre low level white P.V.C. flushing cistern,
including flush pipe, with manually controlled device
(handle lever) conforming to IS : 7231, with all fittings
and fixtures complete, including cutting and making
good the walls and floors wherever required : White
Vitreous china Orissa pattern W.C. pan of size 580x440
mm with integral type foot rests

Each

1.00

25 |Providing and fixing wash basin with C.I. brackets, 15
mm C.P. brass pillar taps, 32 mm C.P. brass waste of
standard pattern, including painting of fittings and
brackets, cutting and making good the walls wherever
require. : White Vitreous China Wash basin size 630x450
mm with a pair of 15 mm C.P. brass pillar taps

Each

1.00
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OR:

CR:
OM:
Sl Description of It 2 L 2 e
No SagHIRy o Unit | Quantity Rate in word Rate in fig Amount
26 |Providing and fixing Chlorinated Polyvinyl Chloride
(CPVC) pipes, having thermal stability for hot & cold
water supply, including all CPVC plain & brass threaded
fittings, including fixing the pipe with clamps at 1.00 m
spacing. This includes jointing of pipes & fittings with
one step CPVC solvent cement and testing of joints
complete as per direction of Engineer in Charge.
15 mm nominal outer dia Pipes
Rmt| 30.00
20 mm nominal outer dia Pipes
Rmt| 10.00
25 mm nominal outer dia Pipes
Rmt| 10.00
40 mm nominal outer dia Pipes
Rmt 10.00
27 |Providing and fixing C.P. brass bib cock of approved
quality conforming to 1S:8931 : 15 mm nominal bore Each 6.00
28 |Providing and fixing bras's stop cock of approved quality
+ 15 mm nominal bore Each 6.00
29 |Providing and fixing gun metal gate valve with C.IL
wheel of approved quality (screwed end) : 25 MM | gach 5.00
nominal bore
past Lngineer pPage 7 of 8
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Sl.
No.

30

OR:
CR!:
OM:

Description of Item

Unit | Quantity Rate in word

Rate in fig

Amount

I i e
Constructing masonry Chamber 30x30x50 cm inside, in

brick work in cement mortar 1:4 (1 cement :4 coarse
sand) for stop cock, with C. I. surface box 100x100 x75
mm (inside) with hinged cover fixed in cement concrete
slab 1:2:4 mix (1 cement : 2 coarse sand : 4 graded

stone aggregate 20 mm nominal size), i/c necessary
excavation, foundation concrete 1:5:10 (1 cement @ 5
fine sand : 10 graded stone aggregate 40mm nominal
size ) and inside plastering with cement mortar 153 (1
cement : 3 coarse sand) 12mm thick, finished with a
floating coat of neat cement complete as per standard
design @ With common burnt clay F.P.S.(non modular)
bricks of class designation 7.5

Each 6.00

31

Providing and laying non-pressure NP2 class (light duty)

R.C.C. pipes with collars jointed with stiff mixture of
cement mortar in the proportion of 1:2 (1 cement : 2
fine sand) including testing of joints etc. complete : 300
mm dia R C C pine

Rmt 5.00
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